SINGLE CHANNEL DVR 



Instruction Manual 

DXR1000 / SXR1000 Series - DVR without Audio 
DXR1 1 00 / SXR1 1 00 / DGR1 1 00 Series - DVR with Audio 


www.strategicvista.com 


Please be sure to read carefully and follow all the 
safety information. 

Keep the manual in a safe place for future reference. 



INTRODUCTION 


Congratulations on your purchase of the Single Channel Digital Video Recorder from Strategic Vista. 

The DVR converts analog video into digital format and records them on a removable hard disk drive 
(included with some models). Digital video allows you to quickly access and search for a specific time 
segment or event which has been recorded. 

Recorded video can be viewed frame-by-frame with the Jog Button feature, or you can also adjust the 
speeds of Fast Forward and Rewind to move slowly or rapidly. To learn more about this system or to find 
out more about other products available, please visit our website at www.strategicvista.com 


FEATURES 


DVR Features 

• 30 Hour Real Time / 1 850 Hour Recording (with 80 GB HDD) 

• Quick Multiple Search Capability 

• On Screen Display and Real Time Clock Function 

• High Quaiity Picture with Wavelet Compression Format 

• 4 Adjustabie Video Quality Settings 

• Alarm, panic, repeat and timer options 

• Emergency back up battery feature 

• Fast / siow forward and reverse searching function 

• Security password protection 

• Supports 20-120 GB HDD 

• Alarm terminal block 

• RS232C communication port 
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SAFETY WARNING 


All the safety and operating instructions should be read before the appliance is operated. The improper 
operation may cause irreparable damage to the appliance. 

• Please lift and place this equipment gently. 

• Do not expose this equipment under to direct sunlight. 

• Do not use this equipment near water or in contact with water. 

• Do not spill liquid of any kind on the equipment. 

• Do not unplug the power connector before turn the power off correctly. 

• This equipment should be operated using only the power source from standard package. 

• Unauthorized repair or parts substitutions may result in fire, electric shock or other hazards. 

• Do not switch the Power On & Off within short period (within 3 seconds). 

• Do not attempt to service this equipment by yourself. Refer all servicing to qualified service personnel. 

• This unit should be operated only from the type of power source indicated on the manufacturer’s label. 

• This installation should conform to all local codes. 


CAUTION: TO REDUCE THE RISK OF ELECTRIC SHOCK, DO NOT 

REMOVE COVER (OR BACK). NO USER-SERVICEABLE PARTS 
INSIDE. REFER SERVICING TO QUALIFIED SERVICE 
PERSONNEL. 


Explanation of two Symbols 

A The lightning flash with arrowhead symbol, within an equilateral triangle, is intended to alert 
the user to the presence of uninsulated "dangerous voltage" within the product's enclosure that 
may be of sufficient magnitude to constitute a risk of electric shock to persons. 

A The exclamation point within an equilateral triangle is intended to alert the user to the presence 
of important operating and maintenance-(servicing) instructions in the literature accompanying 
Jthe appliance. 

THE GRAPHIC SYMBOLS WITH SUPPLEMENTAL MARKING ARE ON THE BOTTOM OF THE SYSTEM. 



CAUTION 



RISK OF ELECTRIC SHOCK. DO NOT OPEN. 
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SYMBOLS USED IN THIS MANUAL 



This type of comment represents information that you may find usefui. Text in this note 
is boid. 



This type of comment represents a significant accompiishment achieved in the set-up, 
or a feature that is particuiariy beneficiai. Text in this note is itaiicized and boid. 


THiS TYPE OF COMMENT REPRESENTS SOMETHING TO BE AWARE OF OR TO BE 
CAUTiOUS ABOUT. TEXT iS BOLD AND IN UPPERCASE. 


SYSTEM INCLUDES 



Single channel DVR 


Alarm Block 




Owner’s Manual 



2 Keys for Cartridge 



Hard Disk Drive 
(not included with all models) 



Power Adapter and Cord 


CHECK YOUR PACKAGE TO MAKE SURE THAT YOU RECEIVED THE COMPLETE 
SYSTEM, INCLUDING THE COMPONENTS SHOWN ABOVE. 

KEEP THE KEYS IN A SAFE PLACE. THEY ARE NECESSARY FOR INSTALLATION / 
REMOVAL OF THE HARD DISK DRIVE. 
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OPERATION 



If you purchased a DVR without a hard disk drive, please refer to Appendix #1 for 
installation instructions. 

Please refer to Appendix #1 for installation / removal of a HDD. 


1 . Connect the AC Power Cord to the Power Adapter and plug into an electrical outlet. A Red LED indicator 
light will be ON to indicate that the DVR is in Standby mode. 

2. Press the Power button. The POWER LED will turn from red to orange, and other red LED indicators will 
turn ON. Note: the system takes approximately 5 to 15 seconds to power up. During the power-up, you will 
see the following messages: “HDD Detecting”, followed by “Master HDD Connected”. 

Once connected, the POWER LED will change to green color, and red indicator lights be ON next to the 
Alarm and Timer buttons. 



IF YOU GET THE MESSAGE “HDD NOT FOUND”, PLEASE SEE APPENDIX #1 AS THE 
HDD IS LIKELY NOT INSTALLED CORRECTLY. 



For instructions on connecting your DVR to your Observation System, please refer to 
Appendix #2 for various suggested set-ups. 
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DVR FRONT PANEL CONTROLS 



1 . Removable Cartridge Casing 

The DVR comes with a removable hard disk drive tray. 



Note: the HDD should be installed prior to turning the DVR ON. 


2 . MENU 

Press MENU to enter the Main Menu. You will be prompted for a password upon pressing the MENU 
button. For further details about the Menu options, please see pages 9-12. 

3. ENTER 

Press ENTER for confirmation when making selections in Menu mode. 

4. SEARCH 

The SEARCH feature allows you to find recorded video. You can search video recordings by Time, Date, or 
Alarm. For more information about the SEARCH options, please see page 14. 

5. SLOW 

Press SLOW to slow down the speed of Play mode. It can also be used to slow down the speed of Fast 
Forward and Rewind - for more details, please see Viewing Options on page 13. 

6 . STOP/T 

(i) Pressing STOP terminates recording or playing. The DVR returns to live monitoring mode and stops all 
other actions. 

(ii) In Menu mode, the button is used to scroll Down through options. 

7. REC 

Press REC to start recording. A icon will appear in the top-right corner of the screen when recording 
is in progress. 
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8 . POWER 

Press POWER to turn the DVR system ON and OFF. 

9. REW/^ 

The rewind button serves two functions: 

(i) Pressing REW plays video backwards at a high speed. For instructions on changing the REW speed, 
please see page 13. 

(ii) In Menu mode, the button is used to scroll Left through options. 

10. FF/^ 

The fast-forward button serves two functions: 

(i) Pressing FF plays video forwards at a high speed. For instructions on changing the FF speed, please 
see page 13. 

(il) In Menu mode, the button is used to scroll Right through options. 

11. PAUSE /A 

The pause button serves two functions: 

(i) Pressing PAUSE pauses the recorded video being played on screen. 

(il) In Menu mode, the button is used to scroll Up through options. 

12. PLAY 

Press PLAY to play recorded video. The DVR will play the last recorded video by default. 

13. LED LIGHTS - Under the following condition, the Red LED Light is ON. 

(1) HDD: blinks on startup after HDD is activated 

(2) HDD Full: HDD has reached its capacity in memory 

(3) ALARM: LED blinks during an alarm, remains ON when Alarm feature is set to “Enabled” in the Menu 

(4) TIMER: remains ON when Timer feature is set to “Enabled” in the Menu 

(5) PLAY: during Play operation 

(6) REC: during Recording operation 
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BACK PANEL 



1. VIDEO IN 

Connects to a video source, such as a camera, Quad monitor, or multiplexer. 

2 . VIDEO OUT 

Connects to the monitor on which the DVR video will be viewed. 

3. RS232 / ALARM INPUT / EXTERNAL I/O 

Connects to a PC for Remote Protocol, or to the Alarm Block included with the system. A motion sensor is 
required to connect to the Alarm Block. 

4. POWER INPUT 

Connects to the Power cord. 



5. AUDIO OUTPUTS* 

Transmit Audio to a Monitor / VCR 

6 . AUDIO INPUTS* 

Receive Audio from a Camera / Monitor / VCR 


* Audio Inputs / Outputs are only available on DXR1 100 Series, DGR1 100 and SXR1 100 models. 
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ACCESSING THE MENU 


The Menu allows you to configure your DVR settings and program various recording options. 


Follow these steps in order to access the Menu: 

Press the Menu button. The password screen will appear: 


Password: 0000 



The default Password is 0000 if you have not yet programmed or changed it. In this 
case, you can simply press the Enter button to access the Menu. 


To change the number of the Password, use the ◄ and ► buttons to scroll between numbers, and use the 
▲ and T buttons to change the value of the number that is blinking. 

Press the ENTER button once the correct Password is entered. The menu options screen will appear. 

Note: If you get a message “Password Error”, you have entered an incorrect password. 


MAIN MENU 


There are 6 options available in the Main Menu: 

Timer: Programs specific times that you want the DVR to record 
Record: Controls the speed, quality and mode of recording 
Alarm: Programs Alarm duration and recording during an Alarm 
Remote: Chooses interface for remote protocol via computer 
System: Sets the date, chooses an HDD overwrite setting, changes 
Password, resets system settings, or clears the HDD 
Event: Allows you to view video from a list of recorded events 


(Menu) 

^Timer 

Record 

Alarm 

Remote 

System 

Event 


MENU CONTROLS 


Outlined below are the buttons used for navigation when using the Menu. 

A and ▼ : Scroll up and down through menu options; change values when an option is selected and is blinking 
◄ and ► : Scroll sideways within a menu option that has been selected 
ENTER: Selects a submenu / an option in a submenu for browsing / modification 

MENU: Completes modification of a menu option; exits a menu 

If you leave the Menu unattended for a minute, it will automatically disappear. You will 
have to re-login to get back into the Menu. 
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MENU OPTIONS 


TIMER 


Day - Select the day, or days (Mon-Fri / Sat-Sun / Daily) of the week that you wish to schedule the DVR 
to automatically record. 

Start -Select the starting time for the recording. 

End - Select the finishing time for the recording. 

IPS - Images per second - see Record submenu 
for more details. 

Tinier Enable - Enables / disables Timer 
recording to function. 


(Timer) 


Day 

Start 

End 

IPS 

Daily 

01:00 

02:00 

Qff 

SUN 

12:00 

13:00 

Qff 

MQN 

08:00 

09:00 

Qff 

MQ~FR 

00:00 

01:00 

Qff 

SA~SU 

20:00 

21:00 

Qff 

JAN-01 

15:00 

16:00 

Qff 


Timer Enable: 

No 




WHEN THE TIMER IS SET, THE REC LED INDICATOR WILL BE ON. ALTHOUGH THE 
LIGHT MAY BE ON, THE SYSTEM IS NOT NECESSARILY RECORDING SINCE IT WILL 
ONLY RECORD DURING ITS SCHEDULED TIME. 


RECORD 


Record IPS - Set the system to 60 Images Per Second to record in real time. 

Other setting options are 30, 1 5, 8, 4, 2 & 1 IPS. Please refer to 
Appendix #7 for the different recording times. 


(Record) 

► Record IPS: 60 
Record Quality: Normal 
Record Mode: Frame 


(Menu) 
Timer 
— ^-Record 
Alarm 
Remote 
System 
Event 



60 IPS is equal to 30 frames per second. 1 1PS is equai to 0.5 frames per second. 



The advantage of recording in Time Lapse mode rather than Real-Time is that you will 
be able to record for an extended period of time. 


Qua//'fy - Quality and IPS go “hand-in-hand” as higher quality picture is more attainable when IPS is high. 
There are four Quality settings: Basic / Normal / High / Best. 



Note that higher quaiity recording consumes extra memory on your HDD. 
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Record Mode -Sets recording mode between Frame and Field. One frame is equal to two fields. 
The default setting is Field. 



It is recommended that you leave the Record Mode as Field. 


ALARM 


Alarm Enable - Enables / disables Alarm feature to function. 

Alarm Duration - Set the amount of time for recording to occur during an Alarm. 

Default setting is 1 sec. Available durations available are: 

(10 sec, 15 sec. 20 sec, 30 sec, 60 sec, 2 min, 

3 min, 5 min, 10 min, 30 min, 60 min. Always). 

Record IPS - Sets the Images Per Second of recording during an Alarm. 

Default setting is 60 IPS. Available IPS settings are: 60, 30, 15, 8, 
4,2&1. 

Record Quality - Sets the Quality of recording during an Alarm. Available 
settings are: Basic, Normal, High and Best 

Record Mode - Sets the Record Mode between Frame and Field for recording 
during an Alarm. The default setting is Field. 


(Menu) 
Timer 
Record 
— >• Alarm 
Remote 
System 
Event 


(Alarm) 

► Alarm Enable: Yes 
Alarm Duration: 1 MIN 
Record IPS: 60 
Record Quality: High 
Record Mode: Frame 


REMOTE 


Remote Mode - Select RS-232 or RS-485 interface for the remote computer 

connection protocol. Please refer to Appendix #3 for PIN configuration, 
and page 14 for more information on Remote Protocol. 

Baud Rate - Set the speed of the remote computer's Baud Rate - which is the rate 
of data transmission. Available Baud Rates are: 1200, 2400, 4800, 
9600,19200, 57600,115200. 


(Menu) 
Timer 
Record 
Alarm 
— ^-Remote 
System 
Event 


ID - You can use RS-232 remote protocol to program different DVR’s. You can set a unique ID for this DVR 
system which can range from “000” to “999”. 


SYSTEM 


(Remote) 

► Remote Mode: RS-232 
Baud Rate: 9600 
ID: 000 


Buzzer - Turns the Buzzer QN/QFF during an Alarm 

HDD Overwrite - Select Yes to have the DVR automatically overwrite 
previously recorded video. 


(Menu) 
Timer 
Record 
Alarm 
Remote 
— ^-System 
Event 
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Message Latch - Selects whether the DVR messages (such as DISK FULL, 
NOT FOUND, or KEY LOCK) will disappear after 10 sec 
or remain on screen. When set to NO, the messages go 
away after 10 sec. NO is the default setting. 

Date Display - Change the format of the date display from Y-M-D to 
M-D-Y or D-M-Y. Date display can also be turned Off. 

Date - Sets the correct date on the DVR. 

Time - Sets the correct time on the DVR. 


(System) 

► Buzzer : On 
HDD Overwrite : No 
Message Latch: On 
Date Display : Y- M - D 
Date : 2002-JUL-14(SUN) 
Time : 22:38:29 
New Password : xxxx 
Clear HDD : No 
System Reset : No 


New Password - Change your Password for accessing the Menu. The 

“xxxx” encryption will change to numbers when you select 
this option. 

Clear HDD - Deletes all the contents of your HDD. When you choose “Yes” on this 
option and press ENTER, you will prompted with the question shown: 
Press ► to confirm clearing, or ◄ to cancel. 


All Data in HDD 
Will Be Cleared 
Are you sure? 
(-« : No ► : Yes ) 


System Reset - Resets all system settings back to the factory Default settings. 



The Date, Time and Password will not change after a System Reset. 


EVENT 


An “Event” occurs when 1 of 3 incidents occur: a loss in Power, 
a loss in Video, or a HDD error. 

This submenu displays a list of Events that disabled recording in 
order of their occurrence by Time and Date. 

PWR - The time that Power returned after a Power failure. 

VLS - The time that the Video input was lost. 


(Menu) 
Timer 
Record 
Alarm 
Remote 
System 
— »-Event 


HDD - The time that the HDD experienced an error. 

< : Page Up ► ; Page Down - Scroll between pages of Events 

by pressing the arrow buttons. 

THE SYSTEM ONLY RECORDS A LOGGED EVENT 
WHEN THE EVENT OCCURS DURING RECORDING. 



PWR 2002-JAN-01 03:00:00 
VLS 2002-JAN-01 01:02:04 
HDD 2002-JAN-01 01:02:03 
PWR 2002-JAN-01 01:02:02 
VLS 2002-JAN-01 01:02:01 
HDD 2002-JAN-01 01:02:00 
: Page Up ► : Page Down 
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VIEWING OPTIONS 


FAST REWIND AND FAST FORWARD 

You can increase the speeds of Fast Forward and Rewind on the DVR. 

While in PLAY mode, pressing the FF / REW button once initiates FF / REW in a speed of 2X. 
Pressing the FF / REW button a second time increases the FF / REW speed to 4X. 

Pressing the FF / REW button a third time increases the FF / REW speed to 8X.... 

The maximum FF / REW speed is 32X. 

SLOW REWIND AND SLOW FORWARD 

You can also slow down the speeds of Fast Forward and Rewind on the DVR. 

While in PLAY mode, press the SLOW button. 

While in Slow mode, pressing the FF / REW button once initiates FF / REW in a speed of 1/2X. 
Pressing the FF / REW button a second time slows down the FF / REW speed to 1/4X. 
Pressing the FF / REW button a third time slows down the FF / REW speed to 1/8X.... 

The slowest FF / REW speed is 1/32X. 

JOG BUTTON 

The Jog Button allows you to manually view video frame-by-frame, one image at a time. 

While in PLAY mode, press PAUSE. 

While in Pause mode, pressing the FF button advances the frozen screen one image forward. 
Pressing the REW button moves back one image. 


RECORDING METHODS 


When Recording is in progress, a screen similar to this one will appear: 

At the top of the screen in the display, you will find the date, time, recording 
symbol, the amount of available GB left in the HDD memory, and the letter “E” 
represents the method of recording that is occurring. 

There are 4 different methods in which Recording can occur: 

1) Manual Record 

When recording is initiated by manually pressing the REC button. Indicated by the letter “M”. 

2) Timer Record 

When recording Is scheduled by a Timer. Indicated by the letter “T”. 

3) Alarm Record 

When recording Is triggered by an Alarm. Indicated by the letter “A”. 

4) External Trigger Record 

When recording Is triggered by an External device. Indicated by the letter “E”. 
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SEARCH 


The DVR allows you to easily find sections of recorded video using the Search feature. 


Press the SEARCH button and you will see the following options: 

Last Record: Plays the last recorded piece of video. 

Full List: Shows a listing of all recorded video on the HDD, 

sorted by time. 

Alarm List: Shows a listing of all recorded video triggered by an Alarm. 
Time Search: Finds video recorded on a specific date that is entered. 


► Last Record 
Full List 
Alarm List 
Time Search 


An example of a Full List search is shown on the left. 

Note that the date and time appear, along with the letter 
representing the method of recording that took place. 

Simply press ENTER to view a selected piece of video on the list. 
The DVR will play that video, followed by the next video in 
chronological order, until it hits the End of the list. You can stop the 
video at any time by pressing the STOP button. 


RS232 REMOTE PROTOCOL 


-M2002-JAN-01 01:02:03 
M2002-JAN-01 01:02:03 
A2002-JAN-01 01:02:03 
T2002-JAN-01 01:02:03 
E2002-JAN-01 01:02:03 
M2002-JAN-01 01:02:03 
: Page Up ► : Page Down 


The RS232 / Alarm input allows you to control the DVR system from your PC. 

When connected to your PC, you must go to DOS mode in order to control the DVR. From Windows, you 
can get to DOS mode by clicking on Start, followed by Run. In the Open field in the Run window, type in the 
word “command” and click OK. 

The PC keyboard simulates the DVR keypad. For example, pressing “r” will make the DVR record. 

Note that the letters are case sensitive. Below is a list of corresponding keys, and their codes: 


FUNCTION 

CODE 

KEY 

FUNCTION 

CODE 

KEY 

MENU 

0x4D 

M 

DOWN / STOP 

0x4E 

N 

ENTER 

OxOD 

ENTER 

LEFT/F.F. 

0x4C 

L 

SEARCH 

0x48 

H 

RIGHT /F.R. 

0x52 

R 

SLOW 

0x53 

S 

PLAY 

0x50 

P 

UP /PAUSE 

0x55 

U 

RECORD 

0x72 

r 


The Alarm Block included with the system connects to a computer’s RS232 input via RS232 cable, and it is 
also used to connect to a Motion Sensor, which enables the triggering of Alarms. For further instructions on 
Alarm Block connections, please see Appendix #3 & #4. 
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KEY LOCK 


For added security, you can “Lock” the buttons on your DVR. Locking disables the buttons and prevents 
other people from using the system. 

Press ENTER and MENU at the same time to enable Key Lock. 

Press ENTER and MENU at the same time to disable Key Lock. 


TROUBLESHOOTING 


PROBLEM 

REMEDY 

HDD not found 

• Need to insert HDD 

• Make sure that the HDD Cartridge is locked, then press 
any key to continue 

No Power 

• Check the power source cord connections 

• Check that there is power at the outlet 

Buttons aren’t working when pressed 

• Check if the system is in Key Lock mode 

• Press MENU and ENTER at the same time to escape 
the Key Lock mode 

No recorded video 

• Check that the HDD has been installed correctly 

Timer / Alarm recording isn’t working 

• Check that Timer / Alarm Enable is set to YES 

No video 

• Check camera’s video cables and connections 

• Check monitor’s video cables and connections 

• Make sure that the camera is receiving power 

REC LED is ON, but video is not recording 

• It is set in Timer mode and will only record at the 
scheduled time. 
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TECHNICAL SPECIFICATIONS 


HDD STORAGE 

IDE type, UTMA 66 above, 1 removable HDD supported 

AUDIO 

Available on DXR1 1 00 / SXR1 1 00 / DGR1 1 00 models only 

RECORD MODE 

Manual / Alarm / External / Timer 

PLAYBACK SEARCHING 

Date & Time / Event / Alarm searching 

RS232 

Yes 

O.S.D. (On Screen Display) 

Yes 

SECURITY 

Password protected 

VIDEO INPUT 

1 video input, composite 1 Vp-p / 75ohm (BNC) 

VIDEO OUTPUT 

1 video output , composite 1 Vp-p/75ohm (BNC) 

VIDEO RESOLUTION 

720x486 

VIDEO COMPRESSION 

Wavelet 

DISPLAY REFRESH RATE 

60 ips (NTSC) 

RECORD REFRESH RATE 

60 ips (NTSC) 

ALARM INPUT 

TTL input. High (5V), Low (GND) 

ALARM OUTPUT 

COM, NO 

VIDEO LOSS DETECTION 

Yes 

TIME DISPLAY FORMAT 

Yes 

POWER SOURCE 

AC90-240V (included) 

POWER CONSUMPTION 

<27W 

DIMENSIONS 

14.6’’ X 10.5” X 2.5” (380 x 270 x 65mm) 

WEIGHT 

10 lbs (5 kgs) 

OPERATION TEMPERATURE 

50T-104T (10~40‘'C) 


Because our products are subject to continuous improvement SVC reserves the right to modify product designs and specifications without notice and without incurring any obligations. E & O.E 
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APPENDIX #1 - INSTALLING the HDD 



The HDD serves the same purpose in a DVR as a video cassette does in a VCR. 
However, installing the HDD is a bit more complicated. Please follow the next steps 
carefully in order to ensure proper installation. 


The compartment located on the front panel of the DVR is the removable Cartridge Casing in which you 
insert the HDD. The various parts of the Cartridge Casing are labeled for your reference. 


1 . Remove the Cartridge Casing from the DVR 

Lift the Handle and pull towards you. The Cartridge Casing will slide out of the DVR. 



Cartridge Casing 





:i rrnr 

□-I 

I 





VI IV 


3 2 


1 . Keyhole 

2. LED indicator lights 

(Power indicator & HDD Access indicator) 

3. Handle 


YOU MAY FIND THAT THE CARTRIDGE CASING IS LOCKED. IN THIS CASE, SKIP 
/!\ AHEAD TO STEP 8 TO FIND INSTRUCTIONS ON UNLOCKING THE CABINET, THEN 
I 1 RETURN TO STEP 2. 

2 . Remove the Cover from the Cartridge Casing 


a) Unclip the release latch with the word “OPEN” printed beside it by gently pushing on the latch. 

b) Slide the cover off the Cartridge Casing. 
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3 . Connect the HDD into the Cartridge Casing 

Take the Hard Disk Drive and Connect the two cables from the back of the Cartridge Casing to the HDD. 
The cables should be pushed in firmly, but not forcibly. 




The 4 Pin connection is the DC Power cabie, and the wider cabie is the standard Hard 
Drive iDE type connection. 


4 . Secure the HDD in the Casing (optionai) 

Use the six supplied screws and tighten them, positioning the HDD into place. This step is optional, but it is 
recommended. 



5. Slide the top Cover over the Cartridge Casing 

Slide the Cover forward over the Cartridge Case. Ensure it is secured in place over the release latch. 



6 . Reinsert the Cartridge Casing into the DVR 

Fully insert the Cartridge Case into the DVR. 
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7 . Lock the Cabinet 


Lock the cabinet by turning the key clockwise. 



If you need to unlock the cabinet, turn the key counter-clockwise from the position shown above. 



IF YOU DO NOT LOCK THE CABINET, THE DVR SYSTEM WILL NOT FUNCTION 
PROPERLY. 
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APPENDIX #2 - CONNECTION to MONITOR 



Shown below are three possible configurations for connecting the Single Channel DVR 
to your existing Observation System. Other connection methods are possible. 

Connection with a Single Camera 


Video Camera Main Monitor 



(sometimes referred to as TVA/ideo) 

Connection with a Multiplexer 

Video Camera Main Monitor 



Connection with a Quad Monitor 



Note: Monitor may have to be set in VCR mode. 


/i\ THE SINGLE CHANNEL DVR HAS BNC JACKS TO CONNECT TO OTHER VIDEO 
^ SOURCES. 
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APPENDIX #3 - ALARM BLOCK CONNECTION 

to MONITOR 


DVR - Back Panel 


Monitor - Bock Panel 


O© 0© ©© ©© 



NOB 
NO 7 
R/S6 

E/0 5 
S/0 4 

V/L3 
TX1 2 
RX1 1 


0 

0 

0 

0 

0 

0 

0 

0 


0 

cT 

0 

0 

0 

0 

0 


15 COM 


14 A/I 
13 A/R 

12 D/F 
11 RX2 
10TX2 

9GND 

GND 






+ 

- 

o 

o o o o o o o 
oooooooo 

o 


Q 

Q 


Alornn 

Out 
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APPENDIX #4 - ALARM BLOCK CONNECTION 

to MULTIPLEXER 


DVR - Back Panel 



Multiplexer - Back Panel 




e 


■E!iDyio][d] 




& o # © 


© ^ © © ! 


o 


o o o o o o o 
oooooooo 


o 


NOB 

0 


NO 7 

0 


R/S6 

0 


E/0 5 

0 


S/0 4 

A 


V/L3 

0 


TX1 2 

0 


RX1 1 

0 




0 

15 COM 


0 

14 A/I 


0 

13 A/R 


0 

12D/F 


0 

11 RX2 


0 

10TX2 


0 

9GND 


(b 

GND 
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Please refer to your 
Multiplexer user 
manual, for the switch 
out pin number 




APPENDIX #5 - PIN CONFIGURATIONS 




DVR 



RS232-TX 

GND 

RS232-RX 

RS4S5-E 

VIDEO LOSS 

RS4S5-A 

SWITCH OUT 

DISK FULL 

ERROR OUT 

ALARM RESET 

RFC START 

ALARM INPUT 

EXTERNAL ALARM NC 

EXTERNAL ALARM COM 

EXTERNAL ALARM NO 



■RS232-TX 

■GND 

■RS232-RX 
■RS4S5-E 
■VIDEO LOSS 
■RS4S5-A 
■SWITCH OUT 
■DISK FULL 
■ERROR OUT 
■ALARM RESET 
■RFC START 
■ALARM INPUT 
■EXTERNAL ALARM 
■EXTERNAL ALARM 
■EXTERNAL ALARM 


NC 

COM 

NO 
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PIN1. RS232-TX : RS-232 

DVR can be controlled remotely by an external device or control system, such as a control keyboard, using RS-232 
serial communications signals. 

PIN 2. RS232-RX : RS-232 

DVR can be controlled remotely by an external device or control system, such as a control keyboard, using RS-232 
serial communications signals. 

PIN 3. VIDEO LOSS 

When video loss happens, it will send a signal to trigger another accessory. 

This pin output becomes “Low” when video loss, and normal operation remains “High” 

PIN 4. SWITCH OUT 

Connect to VCR trigger recording terminal of multiplexer, in order to synchronize recording signals. The default 
mode is falling (Negative) Edge. 

PINS. ERROR OUT 

When HDD errors happen, this pin will send a signal out. 

This pin become “Low” when HDD errors happen. The normal operation remains “High” 

PIN 6. REC START 

This pin can accept the external trigger signal to activate record mode from external device. When the external 
signal turns to “Low”, it will trigger DVR record mode. When the external signal goes back to “High”, it will stop 
recording action. 

The default normal operation remains “High”. 

PINT. EXTERNAL ALARM NC 

Under normal operation COM connect with NC and disconnect with NO. But when alarm triggered, COM disconnect 
with NC, and connect with NO. 

PINS. EXTERNAL ALARM NO 

Under normal operation COM connect with NC and disconnect with NO. But when Alarm triggered, COM 
disconnect with NC, and connect with NO. 

PIN 9. GND 

GROUND 

PIN 10. RS485-B 

DVR can be controlled remotely by an external device or control system, such as a control keyboard, using RS485 
serial communications signals. 

PIN 11. RS485-A 

DVR can be controlled remotely by an external device or control system, such as a control keyboard, using RS485 
serial communications signals. 

PIN 12. DISK FULL 

When HDD is full, it sends a signal to trigger next DVR record mode, if you install another DVR. Under normal 
operation, the signal remains “High”. But when disk full, DVR will send the “Low” signal. 

PIN 13. ALARM RESET 

To connect wire from ALARM RESET ( PIN 13 ) to GND ( PIN 9 ) connector, it can disable ALARM. An external 
signal to ALARM RESET ( PIN 13 ) can be used to reset both ALARM OUTPUT signal and DVR’s internal buzzer. 
When alarm has been triggered, signal becomes “Low”, and it will stop all alarm activities. Under normal operation, 
signal remains “High”. 

PIN 14. ALARM INPUT 

To connect wire from ALARM INPUT ( PIN 14 ) to GND ( PIN 9 ) connector, DVR will start recording and buzzer 
will be on. When alarm has been triggered, signal becomes “Low”, and it will stop all alarm activities. Under normal 
operation, signal remains “High”. 

PIN 15. COM 

Under normal operation COM connect with NC and disconnect with NO. But when alarm triggered, COM disconnect 
with NC, and connect with NO. 
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APPENDIX #6 - RACK MOUNT INSTALLATION 


Screws and brackets for rack mounting applications can be purchased as an optional accessory. 





For more information about the rack mount & other accessories through Strategic Vista, please visit: 

www.strateqicvista.com 
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APPENDIX #7 - RECORDING SPEEDS 

(in hours) 


Based on 80 GB HDD 
















Record 

Quality 

IPS 

60 

30 

15 

8 

4 

2 

1 

Best 

9 

18 

37 

69 

138 

277 

555 

High 

12 

24 

49 

92 

185 

370 

740 

Normal 

18 

37 

74 

138 

277 

554 


Basic 

30 

61 

123 

231 

463 

926 

1850 



















Based on 40 GB HDD 
















Record 

Quality 

IPS 

60 

30 

15 

8 

4 

2 

1 

Best 

4.5 

9 

18.5 

34.5 

69 

138.5 

277.5 

High 

6 

12 

24.5 

46 

92.5 

185 

370 

Normal 

9 

18.5 

37 

69 

138.5 

277 

554 

Basic 

15 

30.5 

61.5 

115.5 

231.5 

463 

925 
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